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Quickinfo
luminaire size Ø 330 × 1874
light source size Ø 90
system power ↑49 W
luminous flux ↑4140 lm
UGR < 19

Technical information

   
IP40

 
> 90

CRI  
SDCM 

3  
~230V

Create my unique code!
2119 – 00 – 2 – ▲ – 9 –  – 00 – 8 – 

light distribution – up 91°
luminous efficiency 84 lm/W
electrical control CASAMBI	 ▲ 7

DALI	 ▲ 8
color temperature TUNABLE WHITE
luminaire color black 9005	  01

white 9010	  02
fabric color� ARCHI felt ecoPET color palette	  archixxx

archixxx – choose color  
from page 256

Example
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 Bell Floor 2.0
EN   Bell Floor 2.0 is a  tall freestanding lamp equipped with 
a highly bright COB LED. This lamp is inspired by the horizon-
tal separation between a  room’s illuminated and non-illuminat-
ed areas. The Bell Floor 2.0 lamp naturally uses the vertical light 
distribution to illuminate the ceiling and the upper wall surf. The 
lens mixes tunable white colors and floods the entire ceiling of 
the room in which it is placed. The body is made from an ecoP-
ET panel with exceptional sound absorption properties, and the 
cylindrical lamp base, in particular, yields a high visual concision. 
Due to  its reduced language of form, the floor lamp is reminis-
cent of a simple sculpture, crowned by a luminous aura. The con-
sistent focus on clear lines and reduced lighting effects lend the 
Bell Floor 2.0 lamp a sculptural presence in the room.

DE   Bell Floor 2.0 ist eine hohe, freistehende Leuchte, die mit 
einer sehr hellen COB-LED ausgestattet ist. Diese Leuchte ist 
inspiriert von der horizontalen Trennung zwischen beleuchte-
ten und unbeleuchteten Bereichen eines Raums. Auf natürliche 
Weise nutzt die Stehleuchte Bell Floor 2.0 die vertikale Lichtver-
teilung zur Beleuchtung der Decke und der oberen Wandbran-
dung. Die Linse mischt abstimmbare weiße Farben und flutet die 
gesamte Decke des Raums in den sie steht. Der Körper besteht 
aus ecoPET mit hervorragenden Schallabsorptionseigenschaf-
ten, und insbesondere der zylindrische Lampenfuß ergibt eine 
hohe optische Prägnanz. Durch ihre reduzierte Formensprache 
erinnert die Stehleuchte an eine schlichte Skulptur, gekrönt von 
einer leuchtenden Aura. Die konsequente Ausrichtung auf klare 
Linien und reduzierte Lichteffekte verleihen der Stehleuchte Bell 
Floor 2.0 eine skulpturale Präsenz im Raum.
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Measurements

2800 mm × 1200 mm × 12 mm

gross size

Flammability Class

B-s1,d0

Acoustic values

Mounting  
method

Directly  
on the wall

50 mm  
cavity

50 mm  
cavity +  
50 mm 
rockwool

100 mm  
cavity

100 mm  
cavity +  
100 mm 
rockwool

NRC  
(100–5000 Hz) 0.40 0.75 0.95 0.80 1.00

aw  
(100–5000 Hz) 0.25 0.60 1.00 0.80 0.95

Acoustic  
Class D C A B A
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 ARCHI felt ecoPET 12 mm
EN   The high-quality PET sound panels are robust, durable, and 
have a slightly textile surface that can be washed. They have ex-
cellent sound-absorbing properties, are flame-resistant and recy-
clable.

DE   Hochwertige PET-Akustikplatten sind massiv, strapazierfähig, 
mit einer leicht textilen Oberfläche, die gewaschen werden kann. 
Sie haben hervorragende Schalldämmeigenschaften, sind schwer 
entflammbar und können recycelt werden.

1201  
Cloud

1202  
Concrete

1203  
Mist

1204  
Iron

1205  
Anthracite

1206  
Ice

1207  
Ocean

1208  
Azure

1209  
Sapphire

1210  
Emerald

1211  
Pistachio

1212  
Citrus

1213  
Amber

1214  
Carmine

1215  
Cayenne

1216  
Charcoal

1217  
Oat

1218  
Clay

1219  
Biscuit

1220  
Milk

 ARCHI felt ecoPET properties 

2301
raw white

2302
yellow

2303
orange

2304
fire

2305
cherry

2306
rosy

2307
magenta

2308
violet

2309
azure

2310
dark blue

2311
petrol blue

2312
lime

2313
fir-tree green

2314
chocolate

2315
black

2316
dark brown melange

2317
light grey melange

2318
anthracite melange

2319
beige brown melange

 Flexxica wool felt 5 mm
EN  Flexxica wool felt color palette is high-quality 5 mm thick felt. 
Wool felt has many technical uses, including, among others, in 
acoustics. The natural properties of wool make this felt not only 
look designer but also absorb noise and sound perfectly.

DE  Die Farbpalette von Flexxica Wollfilz ist hochwertiger 5 mm 
dicker Filz. Wollfilze haben viele technische Anwendungen, u. a. 
in der Akustik. Die natürlichen Eigenschaften der Wolle verleihen 
diesem Filz nicht nur ein Design-Look, sondern auch eine perfekte 
Dämpfung von Lärm und Geräuschen.

EN  Flexxica felt color palette is a wide range of flame-retardant 
design felts with a velour finish and high noise reduction proper-
ties. They are available in many colors, ideal for many decorative 
projects, including upholstery and interiors.

DE  Die flexxica-Farbpalette für Filze ist eine große Auswahl an 
schwer entflammbaren Designfilzen mit Velours-Finish und hohen 
Geräuschminderungseigenschaften. Sie sind in vielen Farben er-
hältlich, ideal für viele dekorative Projekte, einschließlich Polste-
rung und Innenausstattung.

 Flexxica felt 5 mm

2201
warm white

2202
cold white

2203
mid grey

2204
black

2205
light blue

2206
navy blue

2207
lime

2208
green

2209
forest

2210
magenta

2211
honey

2212
orange

2213
tomato

2214
dune

2215
coffe

2216
warm grey melange

2217
cold grey melange

2218
dark grey melange

2219
anthracite melange

2220
light blue melange

2221
lime melange

2222
magenta melange

2223
honey melange

2224
pistachio melange

2225
orange melange

2226
tomato melange

2227
dune melange

2228
oat melange
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Guidelines for cleaning 
and maintenance 
of materials used in 
flexxica luminaires.
To maintain the beautiful color and appearance 
of flexxica lighting fittings, we recommend gentle 
vacuuming with a soft tip, preferably weekly.

Stain removal – the golden rule
Remove the stain as soon as possible. Most stains can be 
removed with lukewarm water, possibly with the addition 
of a neutral detergent.

Merino wool felt
Wool is antistatic and does not attract dirt like other 
fabrics. Wool is also water-repellent, so the liquids slowly 
penetrate the fabric.
Cleaning: First, soak up as much liquid as possible with 
a white kitchen towel or cloth. If the stain has dried, 
remove as much as possible with a vacuum cleaner. 
Wipe carefully with a clean white cloth.

Upholstered material
Upholstery in flexxica luminaires is highly versatile and 
durable. The material is antistatic and fireproof, so stains 
are easily removed.
Cleaning: Do not wet the entire lampshade. Always use 
a clean white cotton cloth and only use small amounts of 
cleaning agent at a time.

EcoPET material
The ecoPET is made of 60% recycled PET bottles. It is 
straightforward to maintain, and stains can be removed 
easily and hassle-free.
Cleaning: Never rub hard to remove a stain. Always use 
a clean white cotton cloth with a bit of detergent.

WARNING!
Benzene, acetone, and similar solvent-based products 
may discolor the materials of the flexxica luminaires. 
Before use, apply a small amount of the product to an 
inconspicuous spot to ensure it doesn't cause any 
damage or discoloration.
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The flexxica® logo is a national and international registered 
trademark, held and owned exclusively by PL sp. z o.o. 
It cannot be reproduced or used, for commercial or other 
purposes, without the prior written permission of flexxica. 
This catalog cancels and replaces all previous editions. 
Flexxica has ensured that the information contained in this 
catalog is as accurate as possible; however, it declines all 
responsibility for any printing errors. Flexxica reserves the right 
to make modifications and improvements of a technical or 
aesthetic nature to the products at any time without notice. 
The reproduction (even partial) of this catalog, for any reason 
and with any means, is prohibited without the prior written 
permission of flexxica.

Please note that the actual appearance of flexxica’s felt and 
fabric lighting fixtures may vary from the images shown in the 
catalog. This is because each type of felt and fabric possesses 
its own distinct characteristics. This is not a disadvantage of 
the luminaire but an advantage – each product is unique and 
unrepeatable.

Keep in mind that the colors of PET, felts, and fabric may 
differ slightly from what you see in the catalog. For the most 
accurate representation, we recommend referring to our 
sample book.

Due to the production process of both felt and PET, there may 
be slight variations in material between different production 
batches. Additionally, please take into consideration that PET 
boards have distinct left and right sides, along with a specific 
fiber arrangement. This is particularly important to consider 
when installing larger structures, such as wall-mounted panels.


